ENDURO PRODUCTS

Manufacturer's Name: Enduro Products

Address: 1133 N. Patt Street
Anaheim, CA 92801

Emergency Phone: 714-526-5898
Web address: www.endurokote.com
Date of Revision: 10 — 14- 2010

Section 1
Trade Name:
Section 2

Hazardous Components:

MATERIAL SAFETY DATA SHEET

Identification

Enduro-Kote Color Coat, EKS

Hazardous Ingredients / Identity Information

*Diethylene Glycol Monobutyl Ether (CAS 112-34-5) OSHA PEL:
N/D, ACGIH TLV: None Est, Vapor Pressure (mm Hg) .01 @

68, Weight by Percentage: 0.9

*Methanoi (CAS 67-56-1) OSHA PEL: N/D, ACGIH TLV: 200
ppm, Vapor Pressure (mm HG): 96 @ 68, Weight by
Percentage: 0.7

No toxic chemicals subject to the reporting requirements of section 313 of Title Il and of 40 CFR
372 are present. No toxic chemical subject to the reporting requirements of California
Proposition 65 Safe Drinking Water and Toxic Enforcement Act are present.

Section 3

Boiling Point

Specific Gravity:

Vapor Density

Coating VOC:

Material VOC:
Solubility in Water:
Appearance and Color:

Physical / Chemical Characteristics

149 F-447 F

1.35

Lighter Than Air Evaporation Rate: Slower than Ether
0.26 Ib./gal

0.12 Ib./gal

Complete

Typical for Water Based Paints

Section 4 Fire and Explosion Hazard Data
Flash Point: NA
Flammability Limits in Air by Volume: Lower: 6 Upper: 36

Extinguishing Media:
Special Fire Fighting Procedures:
Unusual Fire and Explosion Hazards:

Foam, CO2, Dry Chemical, Water Fog

Cool containers with water spray

Closed containers exposed to high temperatures may
explode or burst due to buildup of steam pressure.







